County of El Paso Purchasing Department
800 E. Overland Room 300
El Paso, Texas 79901
(915) 546-2048 / Fax: (915) 546-8180
Www.epcounty.com

To:
From:
Date:

Subject:

ADDENDUM 2
All Interested Proposers
Elvia Contreras, Formal Bid Buyer
April 29, 2015

RFP# 15-001, Security Camera System Upgrade for the Juvenile Justice Center

This addendum has been issued to notify vendors of the following information:

1.

Walk through has been scheduled for Tuesday, May 12, 2015 at 10:30 a.m. at the Juvenile
Probation Department located 6400 Delta Drive, El Paso, Texas 79905. A pre-proposal
conference will follow immediately after the walk through.

MANDATORY CRIMINAL BACKGROUND INVESTIGATION

Prior to the scheduled walkthrough, Vendor shall provide the information on the attached form
for all persons who will participate in the walkthrough. Information shall be e-mailed to Elvia
Contreras in the Purchasing Department at elcontreras@epcounty.com. The deadline for
background checks is Thursday, May 07, 2015 at 12:00 p.m. Purchasing will forward the
information to the El Paso County Juvenile Probation Department.

Full Name: First, Middle, Last
Home Address

Date of Birth

Drivers License or State ID Number
Social Security Number

Deadline to questions is Wednesday, May 13, 2015 at 12:00 p.m.

The opening date is Wednesday, May 27, 2015 at 2:00 p.m.

Floor plans are available for viewing at the Purchasing Department located at 800 East Overland,
Room 300 El Paso, Texas 79901. Monday — Friday 8:30 a.m. to 4:30 p.m. No pictures or copies
of the plans will be permitted.

REVISED SPECIFICATIONS:

Included in the price sheet attached is the column “Existing Equipment” which identifies the
existing equipment in each facility. There is no security consultant for project, no specified brand
of equipment identified and no estimated budget or cost of construction available.


mailto:elcontreras@epcounty.com

Product Description Quantity Existing Equipment Unit Price Ext. Price
Rl_Jggedlzed and able to Both sections utilize vandal proof dome
withstand 120 Ibs of force. . .
Outdoor PTZ - Det: 10 cameras, but of varied manufacturers, the
Also able to withstand severe : . . $
Cameras weather conditions (Dust Chall: 4 most recent being DW (Digital
. ! Watchdog) Model # DWC-V6563D
sand, rain etc.).
Det: 50 Both sections utilize VVandal proof dome
Indoor PTZ Indoor, vandal proof cameras. Chali' o1 cameras, but of varied manufacturers, the $
Cameras Dome or box housings ' most recent being DW (Digital
Watchdog) Model # DWC-V6563D
Detention utilizes 1 Enhanced Series
1000C-MR Opti UPS and 1 APC Back-
Cabling, UPS ES 750; 6 Vicon Genesys V4400
connectors, All cabling, brackets, QS-1 Martrix switches; 1 7K-401R KVM
power supplies, mounting hardware, Switch and 4 Frontier Systems DVR’s $
accessories, connectors, accessories, power with Windows XP Professional.
mounting supplies. Challenge utilizes a Smart UPS and
hardware. Dukane/Pelco CMC 700 Matrix switched
controllers as well as a Digital Video
Multiplexer WJ-FS616.
Network Video Recorder with Both systems utilize Digital Video
90 days of video retention for . h | diff
) roposed cameras System Witness. There are several different types
Network Video p 0 Det: 4 of DVR’s as they have been changed out
must be able to maintain at . S $
Recorder - Chall: 2 through the years. The original is a Pelco
least 20-40% free space, with . :
- . #6700-MXB & the newest is Toshiba
the understanding that videos #620KU
may be kept for 90 days '
Detention has 6 American Dynamics 15”
Monitors to view proposed Det: 4 analog monitors.
Monitors cameras from central viewing Cha'll' 4 Challenge has two Olevia plasma $
area within the main facility ) monitors and three Panasonic 20" analog
monitors.
Jog dials or control equipment ) . Detention has no pan and tilt controls.
Con_trol used to monitor, pan, tilt or Det: _l statl_on Challenge has a Panasonic WV-CU 350 $
Equipment Chall: 1 station
zoom proposed cameras system controller
Project will also include . .
Central Control redesign of the Central Millwork and cabinets are 25 years old,
. . . . . worn and broken down. Utilize a
Equipment Control station to include Det: 1 station - $
- standard Global Industries key box for
millwork and key control k
. ey control.
alternatives.
Installation Any installation services or $
labor
Det: 1 master
32 locations w/ 14
call buttons Detention Central Control and individual
6 unit stations w/ | units have a Bogen Audio Surveillance
Intercom 62 total rooms) System Model # ASM-25.
Equipment Chall: 1 master The Challenge Base security electronic $
30 locations w/ 18 | system was designed and installed by
call buttons Design and Manufacturing Inc. Ft. Worth,
6 unit stations w/40 | TX. This includes the intercom panel.
total rooms
Det: Locks — Folger Adam 125 — Electro-
Mechanical Lock, 24 volts, motor
operated, door mounted. Lock controls
not specified.
Chall: Locks — ADTEC 2124 Electro-
Electronic Doors Det: mechanical Dead Locking Latch type
and Controls 12/1exterior gate lock, 24 volts, motor operated product $
Chall: 7 which is jamb mounted. The security

electronic system was designed and
installed by Design and Manufacturing
Inc. Ft. Worth, TX. This includes the
control panel.




365/24/7 Support

4 Hour Response

Maintenance Year (1)

Maintenance Year (2)

Maintenance Year (3)

Three (3) years on all equipment

@R R | PP

Other associated costs not defined in this RFP (specify)




	Product
	Description
	Quantity
	Existing Equipment
	Unit Price
	Ext. Price
	Outdoor PTZ Cameras
	Ruggedized and able to withstand 120 lbs of force. Also able to withstand severe weather conditions (Dust, sand, rain etc.).
	Det:  10
	Chall: 4
	Both sections utilize vandal proof dome cameras, but of varied manufacturers, the most recent being DW (Digital Watchdog) Model # DWC-V6563D
	$
	$
	Indoor PTZ Cameras
	Indoor, vandal proof cameras. Dome or box housings
	Det:  50
	Chall:  24
	Both sections utilize Vandal proof dome cameras, but of varied manufacturers, the most recent being DW (Digital Watchdog) Model # DWC-V6563D
	$
	$
	Cabling, connectors, power supplies, accessories, mounting hardware.
	All cabling, brackets, mounting hardware, connectors, accessories, power supplies.
	Detention utilizes 1 Enhanced Series 1000C-MR Opti UPS and 1 APC Back-UPS ES 750; 6 Vicon Genesys V4400 QS-1 Martrix switches; 1 7K-401R KVM Switch and 4 Frontier Systems DVR’s with Windows XP Professional.
	$
	$
	Network Video Recorder
	Network Video Recorder with 90 days of video retention for proposed cameras System must be able to maintain at least 20-40% free space, with the understanding that videos may be kept for 90 days
	Det:    4
	Both systems utilize Digital Video Witness.  There are several different types of DVR’s as they have been changed out through the years.  The original is a Pelco #6700-MXB & the newest is Toshiba #620KU.
	$
	$
	Monitors
	Monitors to view proposed cameras from central viewing area within the main facility
	Det:     4
	Detention has 6 American Dynamics 15” analog monitors. 
	 Challenge has two Olevia plasma monitors and three Panasonic 20” analog monitors.
	$
	$
	Control Equipment
	Jog dials or control equipment used to monitor, pan, tilt or zoom proposed cameras
	Det:  1 station
	Detention has no pan and tilt controls.
	$
	$
	Central Control Equipment
	Det:  1 station
	Millwork and cabinets are 25 years old, worn and broken down.  Utilize a standard Global Industries key box for key control.
	$
	$
	Installation
	Any installation services or labor
	$
	$
	Intercom Equipment
	Det:  1 master
	Detention Central Control and individual units have a Bogen Audio Surveillance System Model # ASM-25.
	$
	$
	Electronic Doors and Controls
	Det:  
	12/1exterior gate
	$
	$
	GRAND TOTAL
	$
	Maintenance & Support
	Price
	365/24/7 Support
	$
	4 Hour Response
	$
	Maintenance Year (1)
	$
	Maintenance Year (2)
	$
	$
	Warranty
	Price
	$
	Other associated costs not defined in this RFP (specify)
	$

